	CRITICAL LIFT CHECKLISTS

	CRITERIA

	  
	LOAD EXCEEDS 75% OF LOAD CHART FOR CRANE OR DERRICK

	  
	TWO OR MORE CRANES / BOOMS REQUIRED

	  
	SPECIAL HOISTING / RIGGING EQUIPMENT WILL BE UTILIZED

	  
	OTHER – SPECIFY: 

	DESCRIPTION OF OBJECT TO BE RAISED 

	  

	DATE OF LIFT: 

	HOW THE WEIGHT OF THE OBJECT WAS OBTAINED 

	CERTIFIED SCALE WEIGHT: 
	TICKET #

	CALCULATED BY MORE THAN ONE SOURCE

	SOURCE: 
	WEIGHT: 

	SOURCE: 
	WEIGHT: 

	IF THE LIFT IS AN EXISTING ITEM BEING REMOVED OR DEMOLISHED , THE WEIGHT IS TO BE RECALCULATED , TAKING INTO ACCOUNT ALL MODIFICATIONS INCLUDING INTERNAL, AS WELL AS AN ALLOWANCE FOR SCALE, SEDIMENT, SLUDGE, INSULATION, LIQUID, ETC. 

	SOURCE: 
	WEIGHT: 

	SOURCE: 
	WEIGHT: 

	DESCRIPTION AND WEIGHT OF ALL RIGGING EQUIPMENT AND CRANE ATTACHMENTS FROM LOAD CHARTS 

	ITEM: 
	WEIGHT: 

	ITEM: 
	WEIGHT: 

	ITEM: 
	WEIGHT: 

	ITEM: 
	WEIGHT: 

	ITEM: 
	WEIGHT: 

	ITEM: 
	WEIGHT: 

	TOTAL WEIGHT OF OBJECT, RIGGING, AND LOAD CHART DEDUCTIONS 

	SOURCE: 
	WEIGHT: 

	EQUIPMENT AND LIFT RELATIONSHIP 

	CRANE # 1 MAKE
	  

	MODEL
	  

	MAXIMUM OPERATING RADIUS
	  

	PLANNED OPERATING RADIUS
	  

	ALLOWABLE LOAD (FROM LOAD CHART)
	  

	RATIO OF LIFT TO ALLOWABLE LOAD
	  

	CLEARANCE BETWEEN BOOM AND LIFT
	  

	CLEARANCE TO SURROUNDING FACILITIES
	  

	CLEAR PATH FOR LOAD MOVEMENT CHECKED
	  

	CRANE # 2 MAKE
	  

	MODEL
	  

	MAXIMUM OPERATING RADIUS
	  

	PLANNED OPERATING RADIUS
	  

	ALLOWABLE LOAD (FROM LOAD CHART)
	  

	RATIO OF LIFT TO ALLOWABLE LOAD
	  

	CLEARANCE BETWEEN BOOM AND LIFT
	  

	CLEARANCE TO SURROUNDING FACILITIES
	  

	CLEAR PATH FOR LOAD MOVEMENT CHECKED
	  

	 
	 
	 
	 
	 


  
	LIFTING & RIGGING EQUIPMENT INSPECTION 

	INSPECTOR:
	CONDITION: 

	GROUND STABILITY 

	SOIL BEARING CAPACITY:
	SOURCE: 

	ARE MATS REQUIRED:
	SIZE & NUMBER: 

	ARE ANY UNDERGROUND INSTALLATIONS IN NEED OF SPECIAL TREATMENT
	YES                          NO 
  

	RATIO OF SOIL BEARING CAPACITY TO ACTUAL
	  

	WILL A WRITTEN LIFT PLAN & LIFT DRAWINGS BE REQUIRED FOR THIS LIFT 

	YES
	NO

	TYPE OF COMMUNICATIONS TO BE UTILIZED AND SPECIFIC RESPONSIBILITIES OF COMMUNICATORS 

	  

	  

	  

	WHAT ARE WIND AND WEATHER RESTRICTIONS 

	  

	  

	HOW WILL LIFT AREA BE KEPT CLEAR OF UNNECESSARY PERSONNEL 

	  

	  

	ANY SPECIAL CONDITIONS THAT LIFT PERSONNEL NEED TO BE AWARE 

	  

	  

	CRITICAL LIFT APPROVALS 

	CRANE INSPECTORS) 
	

	RIGGING INSPECTORS) 
	  

	RIGGING SUPERINTENDENT 
	  

	LIFT SUPERVISOR 
	  

	PROJECT ENGINEERING 
	  

	SIGNALMAN 
	  

	CRANE OPERATORS) 
	  

	 
	 
	 


  
FINAL LIFT APPROVAL
PROJECT MANAGER’S SIGNATURE


DATE
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