 

LADDER INSPECTION FORM

	JOBSITE
	DATE


	INSPECTOR 

NAME 
	LADDER 

SERIAL 

NUMBER 
	ANSI TYPE I OR TYPE IA
	PROPER HARDWARE (NUTS, BOLTS, FEET, SPREADERS, BRACES)
	CRACKS IN WOOD, METAL OR FIBERGLASS
	ROT
	ADEQUATE PRESERVATION TREATMENT FOR WOOD LADDERS
	RIGIDITY
	SPLINTERS
	CONDITION OF STEPS OR RUGS
	CORROSION TO HARDWARE OR METAL RUNGS
	DENTS OR BENDS
	CONDITION OF EXTENSION ROPES AND PULLEYS
	SAFETY FEET
	TIE-OFF ROPES ATTACHED TO ALL STRAIGHT, EXTENSION & SEP LADDERS

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 


0 =Yes/Ok

X =No/Replace

N/A=Not Applicable

Ensure Ladder is COLOR-CODE With Appropriate Tape

Destroy un-repairable ladders and dispose of properly. Document on equipment disposal form.

Forward to safety director at the main office

